Technlcal dcn‘a

Type [ FWF 80 " = . pwpaz

Carrier vehicle MAN Fockersperger
Engine output 480 HP / 353 kW 510 HP / 375 kW
Wheel drive All-wheel drive 4 WD Hydrostatic
Length 9700 mm 11467 mm
Width 2550 mm 2980 mm
Height (plate top) 3950 mm 3430 mm
Height (plate bottom) 3200 mm 3430 mm
Weight 17800 kg 27000 kg
M. spbed 85 km/h 0- 8 km/h hydrostatic

0- 12 km/h hydrostatic

Rubber crawler chains width 900mm

Tyres 16.00 R 20 XZL for particularly low ground pressure
Ground clearance 440 mm 700 mm
Fording depth 1600 mm
Ground pressure 4,24 kg / cm? 0,30 kg / cm?
Cable winch Fockersperger Schwenkmatic Fockersperger Schwenkmatic
Tractive power, single traction 80 Tons 80 Tons
Tractive power with pulley block 160 Tons 160 Tons
Cable Special design @ 44 mm Special design @ 44 mm
Cable capacity 112 m 112m
Drive Hydrostatic Hydrostatic
Hydraulic oil cooling system Hydrostatic Hydrostatic
Cable speed Infinitely variable from 0-50 m/min Infinitely variable from 0-50 m/min
Cabin Convenience cabin Convenience cabin
Pollutant category EURO4 TIER 3

With a horsepower of 480 and a max. speed of 85 km/h,
Fockersperger Winch-trac FWF 80 is also a fully
fledged towing and
transportation vehicle!
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